
 
 
SPECIFICATIONS: A200-3-2 
 

      
Attendant side        Visitor side 
 
This system provides for an easy way to capture pictures of both the visitor and the 
driver’s license that they present for identification. 
 
Now your organization and the police can have accurate clean pictures of the visitor and 
the ID card that they present. 
 
Whether your responsibility is for the care of people or property you have a way of 
adding positive identification of your customers and visitors. 
 

1. ID CARD CAMERA: 
a. 420 TV lines resolution, color camera. 
b. Driver’s license size ID card. 
c. Internal lighting. 

2. Customer Camera: 
a. 520 TV lines resolution, color camera. 
b. Min illumination, .5 lux. 
c. S/N ratio, More than 50 db (AGC off.) 
d. Auto gain control. 
e. Image sensor, 1/3” Sony Super HAD CCD/HQ 1 dsp. 

3. Recorder: Connect to any NTSC digital video recorder (DVR) 
4. Physical Characteristics: 

a. Dimensions: 12” x 6-15/16” x 6-1/4” (304.8mm x 176.2mm x 158.75mm) 
b. ½” (12.7mm) flange, on right and left bottom sides, for connecting the unit 

to a countertop. 
c. Weight: 2.8 Lbs.  
d. System has no moving parts. 

5. Connect one power supply (provided) to any 120 VAC source.  
6. Connect one approved CCTV video cable with BNC connector to the A200-3-2 

and to the DVR. 
 


